
CLEAR HEIGHT

121.00

96.50 [2451.10]

 A

I-BEAM CLIP

4.17 FT.[1.27M] SPAN  x 29.53 FT. [9.00M] RUNWAY x

NOTES:

-‘‘GORBEL’’ CEILING SUPPORTED WORK STATION X-Y TROLLEY OR EQUIV.

-‘‘BUDGIT USA’’ MANUAL CHAIN HOIST WITH CAPACITY 1000 Kg.[1 TON] WITH
 SAFETY OVERLOAD DEVICE OR EQUIV.

10.00 FT.[3.00M] CLEAR HEIGHT WITH CAPACITY 1000 Kg.[1 TON].
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DATECHKDBYCHANGE DESCRIPTIONSYM

REVISIONS DO NOT SCALE DRAWING

ACCORDANCE WITH LATEST ANSI Y14.5
DIMENSIONING & TOLERANCING IN

ACCORDANCE WITH LATEST ANSI B46.1
SURFACE TEXTURE TO BE IN

BREAK SHARP EDGES .03 MAX.
REMOVE ALL BURRS AND

SURFACE ROUGHNESS

.XXX  –

.XX   –
–   °.X    –

ANGULARDECIMALS

TOLERANCES

ALL DIMENSIONS ARE IN INCHES
UNLESS OTHERWISE SPECIFIED:
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CHIEF DESIGN ENGINEER

A2199600

P41050903-740000-00

H1  APS FOE 11-ID-A
FIRST OPTICS ENCLOSURE

ASSEMBLY

E

.1 [2.540]

.01 [0.25]

.005 [0.127]

.25

125

           CRANE

corcuera 2/14/95

GORDON SKNAPP2/17/95

SANCHEZ/CORCUERA2/14/95

T. SANCHEZ 2/17/95

DEMING SHU 2/18/95

TUNCER KUZAY 2/20/95

GORDON SKNAPP2/17/95
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 PLAN VIEW A
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WORK STATION CRANE

X-Y-Z  1 TON

MANUAL HOIST

BEAM

CL

50.00 [1270.00]


